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Description  
 
Mono-Coat® 1625W is a water-based release agent 
specially formulated for silicone rubber molding.  
Mono-Coat

®
 1625W is effective for molding operations 

that require low transfer of release agent, high-
temperature stability and multiple releases.  Mono-
Coat® 1625W is ready to use as shipped. 
 

Typical Properties These are typical values and 
should not be used to set specifications 
Appearance translucent fluid 

Solid content % 2,5 

Storage stability in unopened  
containers valid from date of 
manufacturing (use by date see 
label on container) 

6 month 

 
Application 

Mono-Coat® 1625W should be spray-applied to a hot 
mold surface. 
1.   Thoroughly clean the mold with a  
      Chem-Trend mold cleaner to remove the previous 

release agent or other contamination. Wipe dry 
with a clean cloth or towel. Then wipe with a clean 
solvent and let air dry.    (NOTE: For maximum 
film adhesion, we recommend bead blasting 
followed by a solvent wipe.) 

2.   Apply Mono-Coat
®
 1625W to molds at 100°C or 

above, or molding temperature, whichever is 
higher. 

3.    Use a light, even spray. 
4.    Apply at least three uniform thin coats  
       and allow several seconds between    
       applications to allow water to   
       evaporate.  A short baking of the   
       conditioned mold (10-15 minutes) at   
       100°C or the molding temperature   
      (whichever is higher), will improve the  
       durability of the Mono-Coat® 1625W   
       film and will provide the maximum  
       number of releases per application. 
       Begin molding. 
5.   Reapply a light coat of Mono-Coat

®
 1625W, when 

required, to maintain desired release. To prevent 
buildup, avoid over spraying. 

 

 

Important 

The recommended number of coats and cure times 
are a general guideline found to be more than 
sufficient in a broad spectrum of molding conditions.  
When molding products with extreme geometries or 
experiencing low-humidity conditions in the shop, the 
customer may find the need to extend the cure time 
between coats and increase the number of coats 
applied to the mold. 
 

Storage 

Store between 0°C and 50°C. Keep from freezing. 
Keep container tightly sealed to prevent evaporation 
and/or contamination. If stored in cold temperatures, 
allow product to warm to room temperature prior to 
use. Do not use, if the use by date (see label on 
container) has been exceeded. 

Handling 

For more information on storage, handling, hazards, 
etc., please request a copy of Chem-Trend’s Material 
Safety Data Sheet, which must be consulted prior to 
use of this product.  

 
Packaging 
Mono-Coat

®
 1625W is available in 1 kg, 5 kg, 10 kg 

and  200 kg  containers. 

The information contained in this document is given in good faith based on our 
current knowledge. It is only an indication and in no way binding, particularly as 
regards infringement of or prejudice to third party rights through the use of our 
products. Chem-Trend warrants only that it’s products will meet it’s sales 
specifications. This information must on no account be used as a substitute for 
necessary prior tests which alone can ensure that a product is suitable for a given 
use. Users are requested to check that they are in possession of the latest 
version of this document and Chem-Trend is at their disposal to supply any 
additional information. 
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Further Information  

 Request information on our complete range of  
 materials for this industry. 

Mono-Coat® 1625W 
Semi-Permanent Water based Release Agent 


