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Mono-Coat® 1973W is a semi-permanent, water-
based release agent that gives superior release 
durability for most rubber molding. Mono-Coat® 
1973W provides minimal transfer of release agent, 
high-temperature stability and abrasion resistance of 
the release film.  Mono-Coat® 1973W cures rapidly 
and is ready-to-use as shipped. 
 
Laboratory tests show that Mono-Coat® 1973W is 
Particularly useful in medical rubber applications. 
Mono-Coat® 1973W has been subjected to and 
complies with all requirements of the United States 
Pharmacopeia (USP) Class VI panel of tests.          
Mono-Coat® 1973W has been given a “CERTIFICATE 
OF COMPLIANCE”.  
 
Typical Properties 
Appearance Off-White translucent fluid 
Density, lbs/gal; kg/l 8.33; 1.00 
Flash Point None to boil 
Storage Stability, unopened  6 months 

 
Recommended Uses 
Compression, injection and transfer molding of most  
rubber types but is not recommended for silicone 
rubber applications.  Mono-Coat® 1973W is 
particularly suited to the molding of halo-butyl 
compounds and provides excellent release where high 
durability is required.  
 
Application 
Mono-Coat® 1973W should be applied to a clean 
mold. We recommend an initial bead blasting followed 
by a solvent wipe. 
 
To pre-treat or condition a clean (hot) mold, apply at 
least three, light, even coats; allow a few seconds 
between each coat for water to evaporate. Use 
conventional air spray equipment and hold the spray 
tip 10-25 cm/4-10” from the mold surface. For best 
results, apply pretreatment coats at normal operating 
temperature (at least 121°C/250°F).  Molding may 
begin after approximately 10 minutes since this 
formulation cures rapidly. 
 
 

Reapply a light coat of Mono-Coat® 1973W when 
required to maintain desired release. For best results, 
allow a brief cure of approximately 5 minutes. To 
prevent buildup, avoid over application. 
 
Mono-Coat® 1973W can also be employed 
successfully in the above manner as a base-coat in 
situations where a sacrificial top-coat is required in 
order to provide the required amount of slip/air bleed 
to certain moldings. 
 
Storage 
It is recommended that Mono-Coat® 1973W be stored 
between 40-90°F (4-32°C). Keep from freezing. Keep 
container tightly sealed to prevent evaporation and/or 
contamination. If stored in cold temperatures, allow to 
warm to room temperature before using. 
 
Handling 
We believe Mono-Coat® 1973W has a low degree of 
hazard when used as intended. For more information, 
request a copy of Chem-Trend’s Material Safety Data 
Sheet. 

 

Packaging 
Mono-Coat® 1973W is available in a variety of 
package sizes.  Please contact Chem-Trend customer 
service for details. 

While the technical information and suggestions for use contained 
herein are believed to be accurate and reliable, nothing stated in this 
bulletin is to be taken as a warranty either expressed or implied. 
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Further Information 

Request information on our complete range of materials: 
custom-formulated release agents for polyurethane 
molding; tire lubes and bladder coatings; Mono-Coat® 
semi-permanent release coatings; aerosol formulations; 
mold cleaners and sealers; specialized coatings and 
application equipment. 


